
HARWICH
Item number:  527.42.8568.2

PRODUCT INFORMATION 
- Tid til luftforandring...

ANUAL ENERGY CONSUMPTION (AEChood)

ENERGY EFFICIENCY CLASS (EEIclass)

FLUID DYNAMIC EFFICIENCY (FDEhood)

FLUID DYNAMIC EFFICIENCY CLASS (FDEclass)

LIGHTNING EFFICIENCY (LEhood) 

LIGHTNING EFFICIENCY CLASS (LEclass)

GREASE FILTERING EFFICIENCY (GFEhood)

GREASE FILTERING EFFICIENCY CLASS (GFEclass)

MINIMUM AIRFLOW (Qmin)

MAXIMUM AIRFLOW (Qmax) 

AIRFLOW – BOOST (Qboost) 

MINIMUM SOUND POWER LEVEL (LWA min)

MAXIMUM SOUND POWER LEVEL (LWA max)

SOUND POWER LEVEL – BOOST (LWA boost)

POWER CONSUMPTION OFF-MODE (PO)

STANDBY POWER (PS)

HEIGHT

DEPTH 

WIDTH

WEIGHT

45,3 kWh/a

A

29,5

A

40 

A

74

D

286 m3/h

564 m3/h

679 m3/h 

48 dBA

63 dBA

68 dBA

0 W

0,9 W

560-995 mm*

485 mm*

600 mm*

14 kg

Thermex Scandinavia A/S  • Farøvej 30 • DK-9800 Hjørring 
+45 98 92 62 33 • Valhøjs Allé 190 • 2610 Rødovre • + 45 36 70 70 29

 *All measures are with a tolerance on +/- 0.5 mm

Product fiche according to “COMMISSION DELEGATED REGULATION (EU) No 65/2014”



HARWICH
Item number:  527.42.8578.2

PRODUCT INFORMATION 
- Tid til luftforandring...

ANUAL ENERGY CONSUMPTION (AEChood)

ENERGY EFFICIENCY CLASS (EEIclass)

FLUID DYNAMIC EFFICIENCY (FDEhood)

FLUID DYNAMIC EFFICIENCY CLASS (FDEclass)

LIGHTNING EFFICIENCY (LEhood) 

LIGHTNING EFFICIENCY CLASS (LEclass)

GREASE FILTERING EFFICIENCY (GFEhood)

GREASE FILTERING EFFICIENCY CLASS (GFEclass)

MINIMUM AIRFLOW (Qmin)

MAXIMUM AIRFLOW (Qmax) 

AIRFLOW – BOOST (Qboost) 

MINIMUM SOUND POWER LEVEL (LWA min)

MAXIMUM SOUND POWER LEVEL (LWA max)

SOUND POWER LEVEL – BOOST (LWA boost)

POWER CONSUMPTION OFF-MODE (PO)

STANDBY POWER (PS)

HEIGHT

DEPTH 

WIDTH

WEIGHT

45,3 kWh/a

A

29,5

A

40 

A

74

D

286 m3/h

564 m3/h

679 m3/h 

48 dBA

63 dBA

68 dBA

0 W

0,9 W

560-995 mm*

485 mm*

700 mm*

15,5 kg

Thermex Scandinavia A/S  • Farøvej 30 • DK-9800 Hjørring 
+45 98 92 62 33 • Valhøjs Allé 190 • 2610 Rødovre • + 45 36 70 70 29

 *All measures are with a tolerance on +/- 0.5 mm

Product fiche according to “COMMISSION DELEGATED REGULATION (EU) No 65/2014”



HARWICH
Item number:  527.42.8598.2

PRODUCT INFORMATION 
- Tid til luftforandring...

ANUAL ENERGY CONSUMPTION (AEChood)

ENERGY EFFICIENCY CLASS (EEIclass)

FLUID DYNAMIC EFFICIENCY (FDEhood)

FLUID DYNAMIC EFFICIENCY CLASS (FDEclass)

LIGHTNING EFFICIENCY (LEhood) 

LIGHTNING EFFICIENCY CLASS (LEclass)

GREASE FILTERING EFFICIENCY (GFEhood)

GREASE FILTERING EFFICIENCY CLASS (GFEclass)

MINIMUM AIRFLOW (Qmin)

MAXIMUM AIRFLOW (Qmax) 

AIRFLOW – BOOST (Qboost) 

MINIMUM SOUND POWER LEVEL (LWA min)

MAXIMUM SOUND POWER LEVEL (LWA max)

SOUND POWER LEVEL – BOOST (LWA boost)

POWER CONSUMPTION OFF-MODE (PO)

STANDBY POWER (PS)

HEIGHT

DEPTH 

WIDTH

WEIGHT

45,3 kWh/a

A

29,5

A

40 

A

74

D

286 m3/h

564 m3/h

679 m3/h 

48 dBA

63 dBA

68 dBA

0 W

0,9 W

560-995 mm*

485 mm*

900 mm*

17 kg

Thermex Scandinavia A/S  • Farøvej 30 • DK-9800 Hjørring 
+45 98 92 62 33 • Valhøjs Allé 190 • 2610 Rødovre • + 45 36 70 70 29

 *All measures are with a tolerance on +/- 0.5 mm

Product fiche according to “COMMISSION DELEGATED REGULATION (EU) No 65/2014”



HARWICH
Item number:  527.42.8599.2

PRODUCT INFORMATION 
- Tid til luftforandring...

ANUAL ENERGY CONSUMPTION (AEChood)

ENERGY EFFICIENCY CLASS (EEIclass)

FLUID DYNAMIC EFFICIENCY (FDEhood)

FLUID DYNAMIC EFFICIENCY CLASS (FDEclass)

LIGHTNING EFFICIENCY (LEhood) 

LIGHTNING EFFICIENCY CLASS (LEclass)

GREASE FILTERING EFFICIENCY (GFEhood)

GREASE FILTERING EFFICIENCY CLASS (GFEclass)

MINIMUM AIRFLOW (Qmin)

MAXIMUM AIRFLOW (Qmax) 

AIRFLOW – BOOST (Qboost) 

MINIMUM SOUND POWER LEVEL (LWA min)

MAXIMUM SOUND POWER LEVEL (LWA max)

SOUND POWER LEVEL – BOOST (LWA boost)

POWER CONSUMPTION OFF-MODE (PO)

STANDBY POWER (PS)

HEIGHT

DEPTH 

WIDTH

WEIGHT

45,3 kWh/a

A

29,5

A

40 

A

74

D

286 m3/h

564 m3/h

679 m3/h 

48 dBA

63 dBA

68 dBA

0 W

0,9 W

560-995 mm*

485 mm*

1200 mm*

18,5 kg

Thermex Scandinavia A/S  • Farøvej 30 • DK-9800 Hjørring 
+45 98 92 62 33 • Valhøjs Allé 190 • 2610 Rødovre • + 45 36 70 70 29

 *All measures are with a tolerance on +/- 0.5 mm

Product fiche according to “COMMISSION DELEGATED REGULATION (EU) No 65/2014”


